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ALP09N  
Data Sheet

DIMENSIONS
mm (Inch)

SIZE A B C D E F G H I J K L M N ØO P ØQ

ALP09N-F *
133
(5.2)

89
(3.5)

132
(5.2)

62
(2.4)

217
(8.5)

128
(5.0)

165
(6.5)

184
(7.2)

156
(6.1)

175
(6.9)

12
(0.5)

31
(1.2)

24
(0.9)

207
(8.1)

16*
(0.6)

374
(14.7)

6.60
(0.26)

ALP09N-VM*
133
(5.2)

89
(3.5)

132
(5.2)

62
(2.4)

217
(8.5)

128
(5.0)

165
(6.5)

184
(7.2)

156
(6.1)

175
(6.9)

12
(0.5)

31
(1.2)

24
(0.9)

207
(8.1)

16*
(0.6)

490
(19.3)

6.60
(0.26)

* Hose barb

En continu 24/24h Intermittente* Occasionnelle*

20
20

(5.3)

100
100

(26.4)

120
120

(31.7)

140
140
(37)

10
10

(2.6)

90
90

(23.8)

110
110
(29)

130
130

(34.3)

4 bar (60 psi)*

40
40

(10.6)

60
60

(15.8)

80
80

(21.1)

30
30

(7.9)

50
50

(13.2)

70
70

(18.5)

0.18
(0.25)

Vitesse pompe (tr/min)
Débit (l/h)

Continuous 24/24h Intermittent* Occasional*In
st

al
le

d 
po

w
er

 k
W

 (H
P)

Pump speed (rpm) 
Flow: lph

(gph)

*Intermittent use : minimum one hour stop after 2 hours run / *Occasional use : maximum one hour a day

1 rpm = 1.000 L/hr = 0.2642 gph
1 rev = 0.0167 L = 0.0044 gal

Assembly Weight: 12 kg / 26 lbs
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 * F = Fixed speed
 * VM = Mechanical speed variator

* 4 bar (60 psi) pressure limit is applicable when using a reinforced hose. The pressure limit when using tubing is 2 bar (30 psi)
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since 1928

ALP13N 
Data Sheet

DIMENSIONS
mm (Inch)

SIZE A B C D E F G H I J K L M N ØO P ØQ

ALP13N-F*
133
(5.2)

89
(3.5)

132
(5.2)

62
(2.4)

217
(8.5)

128
(5.0)

165
(6.5)

184
(7.2)

156
(6.1)

175
(6.9)

12
(0.5)

31
(1.2)

24
(0.9)

207
(8.1)

16*
(0.6)

374
(14.7)

6.60
(0.26)

ALP13N-VM*
133
(5.2)

89
(3.5)

132
(5.2)

62
(2.4)

217
(8.5)

128
(5.0)

165
(6.5)

184
(7.2)

156
(6.1)

175
(6.9)

12
(0.5)

31
(1.2)

24
(0.9)

207
(8.1)

16*
(0.6)

490
(19.3)

6.60
(0.26)

* Hose barb

Intermittent* Occasional*

20
49

(12.9)

40
99

(26.1)

60
149

(39.4)

80
198

(52.3)

100
248

(65.5)

120
298

(78.7)

140
348

(91.9)

En continu 24/24h Intermittente* Occasionnelle*

10
25

(6.6)

30
75

(19.8)

50
124

(32.7)

70
174
(46)

90
224

(59.2)

110
273

(72.1)

130
323

(85.3)

0.18
(0.25)

Vitesse pompe (tr/min)
Débit (l/h)

4 bar (60 psi)*

Pump speed (rpm) 
Flow: lph

(gph)

Continuous 24/24h Intermittent* Occasional*

In
st

al
le

d 
po

w
er

 k
W

 (H
P)

*Intermittent use : minimum one hour stop after 2 hours run / *Occasional use : maximum one hour a day

1 rpm = 2.483 L/hr = 0.6560 gph
1 rev = 0.0414 L = 0.0109 gal

Assembly Weight: 12 kg / 26 lbs
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* F = Fixed speed
* VM = Mechanical speed variator

* 4 bar (60 psi) pressure limit is applicable when using a reinforced hose. The pressure limit when using tubing is 2 bar (30 psi)
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ALP17N 
Data Sheet

DIMENSIONS
mm (Inch)

SIZE A B C D E F G H I J K L M N ØO P ØQ

ALP17N-F*
187
(7.4)

123
(4.8)

188
(7.4)

73
(2.9)

290
(11.4)

167
(6.6)

220
(8.7)

240
(9.4)

180
(7.0)

200
(7.9)

14
(0.5)

38
(1.5)

35
(1.4)

234
(9.2)

25*
(1.0)

428
(16.5)

7
(0.3)

ALP17N-VM*
187
(7.4)

123
(4.8)

188
(7.4)

73
(2.9)

290
(11.4)

167
(6.6)

220
(8.7)

240
(9.4)

180
(7.0)

200
(7.9)

14
(0.5)

38
(1.5)

35
(1.4)

234
(9.2)

25*
(1.0)

543
(21.4)

7
(0.3)

20
130

(34.3)

40
260

(68.7)

60
390
(103)

80
520

(137.4)

100
650

(171.7)

120
780
(206)

140
910

(240.4)

En continu 24/24h Intermittente* Occasionnelle*

10
35

(17.2)

30
195

(51.5)

50
325

(85.8)

70
455

(120.2)

90
585

(154.5)

110
715

(188.9)

130
845

(223.2)

Vitesse pompe (tr/min)
Débit (l/h)

4 bar (60 psi)*0.18
(0.25)

Pump speed (rpm) 
Flow: lph

(gph)

Continuous 24/24h Intermittent* Occasional*

In
st

al
le

d 
po

w
er

 k
W

 (H
P)

1 rpm = 6.500 L/hr = 1.7171 gph
1 rev = 0.1083 L = 0.0286 gal

Assembly Weight: 15 kg / 33 lbs
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 * F = Fixed speed
 * VM = Mechanical speed variator

* Hose barb

*Intermittent use : minimum one hour stop after 2 hours run / *Occasional use : maximum one hour a day

* 4 bar (60 psi) pressure limit is applicable when using a reinforced hose. The pressure limit when using tubing is 2 bar (30 psi)
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since 1928

ALP25N 
Data Sheet

DIMENSIONS
mm (Inch)

SIZE A B C D E F G H I J K L M N ØO P ØQ

ALP25N-F* 275
(10.8)

165
(6.5)

256
(10.0)

90
(3.5)

383
(15.0)

218
(8.6)

240
(9.4)

270
(10.6)

400
(15.7)

440
(17.3)

18
(0.70)

49
(1.9)

48
(1.9)

482
(19)

38*
(1.5)

605
(23.81)

11
(0.4)

ALP25N-VM* 275
(10.8)

165
(6.5)

256
(10.0)

90
(3.5)

383
(15.0)

218
(8.6)

240
(9.4)

270
(10.6)

400
(15.7)

440
(17.3)

18
(0.70)

49
(1.9)

48
(1.9)

482
(19)

38*
(1.5)

695
(27.4)

11
(0.4)

20
0.39
(1.7)

40
0.78
(3.4)

60
1.16
(5.1)

80
1.55
(6.8)

100
1.94
(8.5)

120
2.32
(10.2)

140
2.71
(11.9)

En continu 24/24h Intermittente* Occasionnelle*

10
0.20
(0.9)

30
0.58
(2.5)

50
0.97
(4.3)

70
1.35
(5.9)

90
1.74
(7.7)

110
2.13
(9.4)

130
2.52
(11)

0.55
(0.75)

0.37
(0.5)

Vitesse pompe (tr/min)
Débit (m3/h)

4 bar (60 psi)*

Pump speed (Rpm) 
Flow: m3/h

(gpm)

Continuous 24/24h Intermittent* Occasional*

In
st

al
le

d 
po

w
er

 k
W

 (H
P)

1 rpm = 0.0193 m3/hr = 0.0852 gpm
1 rev = 0.3224 L = 0.0852 gal

Assembly Weight: 55 kg / 121 lbs

A B

C
D

H

F

M

O

G

P

L
E

K

J

I

N

Q

* F = Fixed speed
* VM = Mechanical speed variator

* Hose barb

*Intermittent use : minimum one hour stop after 2 hours run / *Occasional use : maximum one hour a day

* 4 bar (60 psi) pressure limit is applicable when using a reinforced hose. The pressure limit when using tubing is 2 bar (30 psi)
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ALP30N 
Data Sheet

DIMENSIONS
mm (Inch)

SIZE A B C D E F G H I J K L M N ØO P ØQ

ALP30N-F* 348
(13.7)

226
(8.9)

354
(13.9)

153
(6.0)

557
(21.9)

319
(12.5)

330
(13.0)

386
(15.2)

550
(21.6)

590
(23.2)

23
(0.9)

58
(2.3)

60
(2.4)

651
(25.6)

45*
(1.8)

685
(27.0)

14
(0.5)

ALP30N-VM* 348
(13.7)

226
(8.9)

354
(13.9)

153
(6.0)

557
(21.9)

319
(12.5)

330
(13.0)

386
(15.2)

550
(21.6)

590
(23.2)

23
(0.9)

58
(2.3)

60
(2.4)

651
(25.6)

45*
(1.8)

795
(31.3)

14
(0.5)

En continu 24/24h Intermittente* Occasionnelle*

  20
0.83
(3.6)

  40
1.65
(7.3)

  60
2.49
(11)

  80
3.32
(14.6)

100
4.15
(18.3)

120
4.98
(21.9)

  10
0.41
(1.8)

  30
1.24
(5.4)

 50
2.07
(9.1)

  70
2.90
(12.8)

  90
3.74
(16.4)

110
4.56
(20)

1.5
(2)

1.1
(1.5)

Vitesse pompe (tr/min)
Débit (m3/h)

4 bar (60 psi)*

Pump speed (Rpm) 
Flow: m3/h

(gpm)

Continuous 24/24h Intermittent* Occasional*

In
st

al
le

d 
po

w
er

 k
W

 (H
P)

1 rpm = 0.0415 m3/hr = 0.1827 gpm
1 rev = 0.6917 L = 0.1827 gal

Assembly Weight: 95 kg / 209 lbs

A B

C
D

H

F

M

O

G

P

L
E

K

J

I

N

Q

 * F = Fixed speed
 * VM = Mechanical speed variator

* Hose barb

*Intermittent use : minimum one hour stop after 2 hours run / *Occasional use : maximum one hour a day

* 4 bar (60 psi) pressure limit is applicable when using a reinforced hose. The pressure limit when using tubing is 2 bar (30 psi)
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since 1928

ALP45N 
Data Sheet

DIMENSIONS
mm (Inch)

SIZE A B C D E F G H I J K L M N ØO P ØQ

ALP45N-F*
455

(17.9)
287

(11.3)
438

(17.2)
166
(6.5)

672
(26.4)

385
(15.1)

420
(16.5)

480
(18.9)

650
(26.6)

700
(27.5)

41
(1.6)

78
(3.0)

78
(3.0)

793
(31.2)

60*
(2.4)

736
(29.0)

14
(0.5)

ALP45N-VM*
455

(17.9)
287

(11.3)
438

(17.2)
166
(6.5)

672
(26.4)

385
(15.1)

420
(16.5)

480
(18.9)

650
(26.6)

700
(27.5)

41
(1.6)

78
(3.0)

78
(3.0)

788
(31.0)

60*
(2.4)

847
(33.3)

14
(0.5)

En continu 24/24h Intermittente* Occasionnelle*

20
2.30
(10.1)

40
4.62
(20.3)

60
6.92
(30.5)

80
9.24
(40.7)

10
1.15
(5)

30
3.46
(15.2)

50
5.77
(25.4)

70
8.08
(35.6)

90
10.39
(45.7)

100
11.54
(50.8)

110
12.70
(55.9)

2 bar (30 psi)

120
13.85
(61)

2.2
(3)

1.5
(2)

Vitesse pompe (tr/min)
Débit (m3/h)

4 bar (60 psi)*

Pump speed (Rpm) 
Flow: m3/h

(gpm)

Continuous 24/24h Intermittent* Occasional*

In
st

al
le

d 
po

w
er

 k
W

 (H
P)

1 rpm = 0.1154 m3/hr = 0.5081 gpm
1 rev = 1.9233 L = 0.5081 gal

Assembly Weight: 155 kg / 342 lbs

A B

C
D

H

F

M

O

G

P

L
E

K

J

I

N

Q

* F = Fixed speed
* VM = Mechanical speed variator

* Hose barb

*Intermittent use : minimum one hour stop after 2 hours run / *Occasional use : maximum one hour a day

* 4 bar (60 psi) pressure limit is applicable when using a reinforced hose. The pressure limit when using tubing is 2 bar (30 psi)
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